
 Transducers Inc

Group
Four

Canisters

200 lb
300 lb
500 lb
750lb
1K lb
2K lb
3K lb

$850
$850
$925
$925
$925
$1050
$1050

G4-63HU

63HU-200P5
63HU-300P5
63HU-500P5
63HU-750P5
63HU-1KP5
63HU-2KP5
63HU-3KP5

SPECIFICATIONS

+ Input (+EXC) - Green

+ Output (+SIG) - White

- Input (-EXC) - Black

- Output (-SIG) - Red

Capacities (lbs)
Output (mV/V)
Non-Linearity (%FS)
Hysteresis (%FS)
Non-Repeartability (%FS)
Zero Balance (%FS)
Creep 30min (%FS)
Temperature Effect:
 Output (%load/°C)
 Zero (%FS/°C)
Temperature Range:
 Compensated (°C)
 Operating (°C)
Terminal Resistance:
 Input (ohma)
 Outout (ohms)
Excitation Voltage (VDC)
Insulation Resistance (Mohms)
Safe Overload (%FS)
Sealing
Cable (feet)
Material

200,300,500,750,1K,2K,3K
2.00 or 3.00
<0.03
<0.03
<0.01
±1.0
<0.02

<0.002
<0.002

-10 to +50
-20 to +60

350 nom 
350 nom
10 nom, 15 max
>5K
150
Hermetically sealed, IP67
50
Stainless steel

A B

C

D

E

F

1/2 - 14 NPT 

2x Thread

Capacity (lb.)

200-300
500- 1K
2K,3K

A

3.38
4.56
5.00

B

2.75
3.50
4.00

C

0.75
0.75
0.75

D

2.97
4.19
2.58

E

1.75
2.25
2.50

F

0.75
0.75
0.75

G

3/8-24 UNF x 0.38DP
1/2-20 UNF x 0.50DP
1/2-20 UNF x 0.50DP


